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Press F1 to erase previous data saved on cassette
Cassette ID:  Keep as SCS
Tech ID:  Keep as Hawk
Bench: Enter in urine, wound, QC or testing

Non-mated Susceptibility Cards
(AST Card Only) Identification Cards OnlyMated Identification and Susceptibility Cards

(ID + AST Card)

Lab ID:  Scan or type lab accession number
Card Type:  Scan ID card and place in first slot with stick 

pointing up

Place tube will 3 mL saline in the first slot of cassette.  

Lab ID:  Scan or type lab accession number
Card Type:  Scan ID card and place in first slot with blue 

stick pointing up

Press arrow key (2 arrows) to the right for next slot.  
Message appears: 

 “Press F1 to copy previous accession number” Press F1

Continue to load cassette with samples to be run.  If more 
than one isolate is being worked on from a specimen, use 
arrow key (4 arrows) to go to ISO:  window to change the 

isolate number.

Place tube will 3 mL saline in the first slot of cassette.  
Place empty tube in the second slot of the cassette

Scan susceptibility card and place into next slot with grey 
stick protruding into the empty tube

Organism ID:  Press the ? on SCS and arrow down to the 
appropriate organisms and press ENTER

Continue to load cassette with samples to be run.  If more 
than one isolate is being worked on from a specimen, use 
arrow key (4 arrows) to go to ISO:  window to change the 

isolate number.

Card Type:  Scan AST card and place into slot with grey 
stick protruding into the empty tube

Lab ID:  Scan or type lab accession number 

Place tube will 3 mL saline in the first slot of cassette.  
Place empty tube in the second slot of the cassette

Press F3 to see list of specimens loaded onto the cassette.  
Using this list, set up appropriate McFarland standard in 

the first tube for each specimen.  Place blue stick into 
McFardland Std tube

Press F3 to see list of specimens loaded onto the cassette.  
Using this list, set up appropriate McFarland standard in 

the first tube for each specimen.

Continue to load cassette with samples to be run.  If more 
than one isolate is being worked on from a specimen, use 
arrow key (4 arrows) to go to ISO:  window to change the 

isolate number.

Press F3 to see list of specimens loaded onto the cassette.  
Using this list, set up appropriate McFarland standard in 

the first tube for each specimen.  Place blue stick into 
McFarland Std tube

Before load cassette check:
1. blue and grey sticks are inside tubes
2. caps on McFarland standard tubes are removed
3. Cards are sitting level in the cassette
4. Cassette is seated properly in the boat

 


